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RANS 1400 water-based antibacterial coating 

(for Paper and cardboard) 

Technical Specifications 

 

RANS 1400 water-based antibacterial coating is a fast-drying 

economical coating suitable for producing antibacterial paper and 

cardboard. This coating acts as a retaining layer and is resistant to 

abrasion, suitable for double-sided coating, and is well water-resistant. 

This coating has antibacterial properties and is able to eliminate all 

types of gram-positive and negative bacteria (E.coli and Staph) up to 

99.99%. This coating is recommended for interior and exterior surfaces 

of all types of packaging, food boxes and containers used in 

pharmaceutical and healthcare industries (such as those for pastry, 

chocolate, tea, pizza, fast food, and tissue to name a few), educational 

services and more. 

RANS 1400 plays an important role in maintaining the general health 

of the community and preventing the spread of diseases by killing 

bacteria, viruses, fungi, and pathogens. 

 

             

   
 

 This product is patented and has received Antibacterial Certificate from an associated 

standard laboratory of the Iranian Ministry of Health and Medical Education. 
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How to use: 

This coating is well compatible with today's printing machines and can 

be applied by all printing machines (such as offset machines) as a tone 

plot on paper and cardboard. 

 

* Applications: 

- Recommended weight 4-6 grams / square meter 

- Formulated for paper and cardboard 

- Formulated for one-sided and two-sided coating systems 

- Formulated for conventional coating systems (anilox / 2roller systems) 

- Suitable for covering packages in food, healthcare and educational 

industries. 

 

* Technical Features: 

Gloss                                                  +++ 

Matt                                                     _ 

Block resistance                                  +++ 

Glueability /foilability                        limited 

Slip                                                     +++ 

Drying speed                                     +++ 

Double sided applications              suitable 
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Rub resistance                                    +++ 

Antibacterial activity                           +++ 

 

*Hints: 

- Use alkaline inks and solvent resistance. 

-Stir the solution well before use. 

- If necessary, add water to dilute. 

- Avoid placing at temperatures below zero or above 30 degrees centigrade. 

-Shelf life for sealed containers kept at a temperature between 5-30 degrees 

centigrade and away from sunlight is 1 year. 

 

General Properties: 

Form: Milky White Liquid 

Solid Matter: 28% 

Viscosity: 45 Sec.Din 4 @ 20’ C 

Density: 1.04 g/cm3 
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